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G cConfiguring the Automatic Generator Start

The AGS is configured using the AGS Setup menu on the Conext System Control Panel (SCP). On the Setup menu, you can change
configuration settings, select the generator’s operating mode, clear fault warnings and view device information.

Place the AGS in Standby
Before configuring the AGS, place the unit in Standby using the SCP.

For more information on configuring the AGS, see the
Conext Automatic Generator Start Owner’s Guide.

Select Device XH AGS  00:Setup XW AGS  00:Setup
System Status

System Settings GenMode [ManualOff] GenMode [ManualOff]
XW6848 —> [ [Operating] | | —— [ Mode [Standby]
MPPT60 Clear Faults HWarnings Clear Faults MWarnings
XW AGS View Device Info View Device Info

On the System Status screen, press Enter Press down arrow to highlight XW AGS Press down arrow to highlight Mode Press down arrow to toggle the setting to

to display the Select Device menu. and press Enter. and press Enter. Standby and press Enter. Press Exit to

go back to the previous screen.

Access AGS configuration settings 5[ 76 00 Triggers

Start DCV 30 sec [44.5V]
XW AGS 00:Setup Start DCV 15 min[Disabled]
Start DCV 2 hr [Disabled]
GenMode ManualOff] Start DCV 24 hr [Disabled]
Mode [Operating]l Stop Float [Disabled]
Clear Faults HWarnings Stop Absorb [Enabled]
Vieu Device Info Stop V [Disabled]
Temp1 [Disabled]
| Temp2 [Disabled]
@ @ @ On the AGS Setup menu, press ;:i: Load [Dlsa?}gz}
Enter and both up arrow and
down arrow keys together briefly Stop Load [7a]
to access the Advanced Load Start Delay [5min]
Start SoC [50x1
l Stop SoC [90x1]
XW AGS 00: Setup
Advanced Settings > XW AGS 00: Gen
GenMode [ManualOff] Starter Cool Down [60sec]
Mode [Operating] Gen Cool Doun [30sec]
Clear Faults HWarnings Gen Spin Doun [3sec]
| View Device Info Max Runtime [8hours]
Exercise Per [21days]
Exercise Dur [30min]
Exercise Time [9:00AM]
Relay 3 [NotUsed]
Gen Run Hold Time [0.5sec]
Crank Delay [0sec]
_ Crank Time [30sec]
XW AGS 00: Config Crank Retry Time [40sec]
ar [Enabled] Preheat Time [0sec]
QT Begin [9:00PM] Gen Start Tries [3]
QT End [S:OOﬁM] Set the generator type —) XH AGS 00: Conn
Gen Type [2] using Gen Type —) DC C -
Cfg Trigger | XW AGS 00: Multi onn [HouseBatt1]
Cfg Gen Dev Name [AGS] AC In [Grid1]
Multi Unit Config Dev Number (ool AC Out [ACLoad]
Restore Defaults Connections Generator [Gent ]
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